
179 CHALLENGE & HIGH QUALITY

Multi-Position Ring Type: ISSMAR series

Ring Type: ISSDR series

Bar Type: ISSDBA series

Dome Type: ISSDDA series

Achieves the industry's highest level of brightness, 
up to a maximum of 8 million lx!                                                               

(*ISSDBA-C90/20W at LWD=30mm)

Overwhelming in high-speed shutter imaging scenes

[ ISS Series ]

Power LEDs ※ Cannot be used for continuous lighting
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※SAG: The maximum instantaneous upper limit output voltage setting value in the controller 
for the corresponding illumination when used in combination with the Overdrive controller.

※SAG: The maximum instantaneous upper limit output voltage setting value in the controller 
for the corresponding illumination when used in combination with the Overdrive controller.
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Model Color Peak Current (Ao-p) Input Voltage SAG(※) DrawingCable
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Super Overdrive Flashing Illumination

Model Color Peak Current (Ao-p) Input Voltage SAG(※) DrawingCable

※SAG: The maximum instantaneous upper limit output voltage setting value in the controller 
for the corresponding illumination when used in combination with the Overdrive controller.

Model Color Peak Current (Ao-p) Input Voltage SAG(※) DrawingCable

※SAG: The maximum instantaneous upper limit output voltage setting value in the controller 
for the corresponding illumination when used in combination with the Overdrive controller.

Model Color Peak Current (Ao-p) Input Voltage SAG(※) DrawingCable
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Introduction of Customization
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Image capture evaluation kit products
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Coaxial type: ISSFVA series

Luminance Comparison

Connection with Dedicated Controller

1-Channel Type Illumination

2-Channel Type Illumination

or
I-CB-SS seris
Connection Cable
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I-CB-SS-2ch seris

Connection Cable
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ILS-40M2-PI/SS
 (P.229)
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Connection Cable
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28μS output

250µS output

Camera exposure time
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Overdriving
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Camera exposure time
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250μs

1000μsComparison of continuous lighting Comparison of overdriving

Achieve the same brightness with shorter emission time thanks to increased light output! In the case of steady light with an emission time 
of 28μs, it is generally considered to be dim.

A comparison of imaging under the same exposure time (subject: black rubber sheet).
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※SAG: The maximum instantaneous upper limit output voltage setting value in the controller 
for the corresponding illumination when used in combination with the Overdrive controller.

Model Color Peak Current (Ao-p) Input Voltage SAG(※) DrawingCable
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