The next level of visiom

New Product MAC

Light-emmiting surfaces available in 9
3 light emition colors (Red, White, and Blue)
2 types of light distribution (Narrow angle or, Diffused)

A lineup totalling 54 products

Leimac Ltd.



n Increased Brightness

Approx. 170% increase in white brightness with a 108x114 size.
It can also be used for high-speed inspection.

IHMA-108/114

[HM-108/114AW
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100% 200%

Shutter speed : 1/10,000 sec
Lightinput: 100%

n Extensive Product Lineup

IHMA-108/114W

Shutter speed : 1/10,000 sec
Lightinput : 100%

New rectangle type with 4 available sizes is added to the conventional square type available in 5 sizes.
Each size in our product lineup includes the emission colors of red, white, or blue,
and diffused or narrow angle type light distribution.

108x114

|

25x30

66x60 150x142

— NEW SIZE
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214x226 I 108x60 214x142
30x66 150x114

IHMA-214/226RHV
| 226mm

@ Efficient irradiation is possible for rectangular objects

| 142mm |
IHMA-214/142R

between two lightings

214mm

@ A dome-like effect by enclosing the object




n 2 types of light distribution

Our product lineup includes both diffused and narrow angle distribution for all sizes.

Light distribution is selectable based on the object.

-

The easy to transmit diffused light type is ideal for contamination inspection

inside resin products.

The narrow angle light distribution type that prevents light diffraction is ideal for
measuring the dimensions of metal shafts.
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Used Light
IHMA-108x114R

Electronic Components
Used Light
IHMA-108x114W ' -

Automotive Components

Used Light
IHMA-108x114W-V
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Medical Supplies

Used Light
IHMA-150x114W




Product Specification

Model Color  PowerConsumption 1y tVioltage  *heocia)?  Drawing Applicable Power Supply
DE

B8 1

IHMA-25/300]

IHMA-66/600]

DC12v

IHMA-108/1140

IHMA-150/1420 CA 4 ILP-30M2

ILP-60M2-24

Dy ] > | IDGB-24 series .
FF IDGB series

IHMA-214/226HV

IHMA-30/66]

IHMA-108/600]

DC12v

IHMA-150/11407

IHMA-214/1420] B5 9 overdrive power supply etc.

o represents light color (R=Red, W=White, B=Blue)
*The SAG setting value indicates the maximum voltage setting for SAG overdrive power supplies.
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' Challenge & High Quality
Leimac Ltd.

Head Office :1551 Sazukawacho, Moriyama, Shiga 524-0215, JAPAN
TEL:+81-77-585-6771 FAX:+81-77-585-6773

Tokyo Office :2-5-6 Uchikanda, Chiyoda—ku, Tokyo 101-0047, JAPAN, 2nd floor Kameda Bldg.
TEL:+81-3-6206-4838 FAX:+81-3-6206-4575

Sendai Office: 1-3-9, Honcho, Aoba—ku, Sendai—shi, Miyagi 980-0014, JAPAN, 8th floor 6th hirose Bldg.

e g A e | TEL+81°3-206-4838(Tokyo Offce) FAX: 181-3-6206-4575(Toyo Offc)
* These data are for reference only. They do not guarantee the product performance. Testing Room: Osaka, Aichi

* Please note product specifications and designs are subject to change without notice. HP : https://leimacjp/en/ E-mail:led_sales@leimac.jp 20201002.0000(L)



